UTAH OIL AND GAS CONSERVATION COMMISSION

i

REMARKS  WELL LOG ELECTRIC LOGS e K WATER SANDS LocaTion nspecten WL SUB. REPORT “abd
- o tlornl, /O 25 F3

pateFiteo 11-30-82

LAND: FEE & PATENTED

STATE LEASE NO

PUBLIC LEASE NO

U-21269

INDIAN

DRILLING APPROVED 1 2" 9-82

SPUDDED IN

COMPLETED

PUT TO PRODUCING

INITIAL PRODUCTION

GRAVITY AP

GOR

PRODUCING ZONES

TOTAL DEPTH

WELL ELEVATION

‘LMM&‘ Luilend 720-Z5=83

reco WILDCAT

UNIT

county — SAN JUAN

wewno STRAW SPRINGS FEDERAL # 3-29

API

NO. 43-037-30858

LOCATION 671.78 FT FROM X (S) LINE, 502.40 FT_FROM () (W) LINE SW SW /4 - 14 SEC 9Q
TWP RGE SEC OPERATOR twe | moe | sec. | opEmATOR
29 | CELESTE C. GRYNBERG ' ' ’

39S 24E




SUBMIT IN TRITYICATE®

(Other instructions on
reverse side)

ey

UNITED STATES
DEPARTMENT OF THE INTERIOR

GEOLOGICAL SURVEY

Form 9-331C
(May 1963)

Form approved.
Budget Bureau No. 42-R1425.

J. LEASE DESIGNATION AND SERIAL NO.

USA-U-21269

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

6. IF INDIAN, ALLOTTER O TRIBE NAME

N/A

la. TYPE OF WORK
DRILL X DEEPEN [/ PLUG BACK [

b. TYPE OF WELL

7. UNIT AGBEEMENT NAME

N/A

SINGLE
ZONE

MULTIPLE
ZONE

nrL
WELL

2. NAME OF COPERATOR

GAS
WELL

OTHER D

8. FARM OB LEASE NAME

Federal

Celeste C. Grynberg

3. ADDRESS OF OPERATOR

9. WELL NO.

3-29 Straw Spring

5000 So. Quebec, Ste. 500, Denver, Colorado 80237

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*)

10. FIELD AND POOL, OR WILDCAT

Wildcat

MU 671.78" FSL, 502,40' FWL 6/(/05(/\/

11. sEgC., T., B, M., OR BLK.
AND SURVKY OR AREA

29, T395-R24E, SLM

At proposed prod. zone
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE®

Same
N/A

13. STATE

Utah

12. COUNTY OR PARISH

San Juan

15. DISTANCE FROM PROPUSED®
LOCATION TO NEAREST
PROPERTY OR LEASE LINE, FT.
(Also to nearest drlg. unit line, if any)

16. NO. UF ACRES IN LEASE

2390.00

502.40'

17. NO. OF ACRES ASSIGNED
TO THIS WELL

40

18, DISTANCE FROM TUROI'OSED LOCATION®
TO NCAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT.

1980.31"

20. ROTARY UR CABLE TOOLS

Rotary

21. ELEVATIONS (Show whether DF, RT, GR. etc.)

4942.8' GR

22. APPROX. DATE WORK WILL START*

i Dec., 31, 1982

23,

PROIOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT ! SETTING DEPTH QUANTITY OF CEMENT
18" 13-3/8" J-55 63# i 100° Cement to Surface
12-1/4" 9-5/8" N-80 43.5# | 1915' 1000 sx
7-7/8" 4-1/2" J-55 10.5¢ | 6300’ 500" Above Top of Pay
1 i
1. Rig up. Drill 18" hole to 100' and set 13-3/8" surface casing.
2. Drill 12-1/4" hole to 1915' and set 9-5/8" casing.
3. Drill 7-7/8" hole to 6300'.
4, Run tests and logs.
5. Set 4-1/2" production casing if warranted.
6. Perforate and stimulate as needed,
APPROVED BY THE STATE
OF UTAH DIVISION OF
OIL, GAS, AND MINING
= DATE: zﬁ-- 7- 22 :
IN ABOVE SPACE DESCRIBE PROPASED PROGRAM : If praposal is to decpen or pluz hag.!;e ¢ S new productive
zone. If proposal is to drill or deepen directionally, zive pertinent data on subsurface locations and measured and true vertical depths. Give blowont

{ireventer program, if any.

o,

2
Q/z/? Attorney-in-Fact
SIGNED % 7 P4 TITLE Ce]eSte C. GY‘ynbeY‘C] DATE NOV. 30, ]982
- —Fllen Flannelly . =
This space for Federal or State ottice u.wy
PERMIT N0 \PPROVAL DATE
APPROVED RY T TLE DATE

CONDITIONS OF APPROV AL, IF ANY

5



TEN POINT COMPLIANCE PROGRAM

3-29 Straw Spring Federal

San Juan County, Utah Celeste C. Grynberg
Township 39 South, Range 24 East 5000 So. Quebec, Ste. 500
Section 29 Denver, Colorado 80237

Lease No, U-21269

1. Geologic Surface Formation

Dakota

2. Estimated Tops of Geologic Markers

Chinle - 18¢€5!'
Dechelly - 29¢0!
Hermosa - 4940
Upper Ismay - 5910
Lower Ismay - 6050
Gothic Shale - 6100
Desert Creek - 6140'
Chimney Rock - 6250'
TD - 6300

3. Estimated Depths of Anticipated 0il, Gas, or Other Minerals
0i1: 5500' - 6300*

4. Proposed Casing Program

Casing Hew or

Hole Size Size Interrval Grade Wt./Ft. Used
18" 13-3/8" 0- 100 J=55 68.0 1b, New
12-1/4" 9-5/8" 100-71915 N-80 43,5 1b. Mew
7-7/8" 4-1/2" 1915-"TD J-55 10.5 1b, New

5. Pressure Control

Exhibit A is a schematic diagran of the blowout preventcr equipment. The BOP's
will be hydraulically tested to the full working pressure after nippling up and
after any use under pressure, Fipe rams will be operationally checked each 24-
hour period, as will blind rams each time pipe is pulled out of the hole,

6. Type and Characteristic of Proposed Circulating Mediums

Adequate stocks of sorptive agents will be on site to handle possible spills of
fuel and 0il on the surface. Heavier muds will be on location to be added if
pressure requires, Circulating mediums will be as follows:
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Interval Type Wt. #/Gal, Visc.-Sec,/Qt. Fluid Loss-CC

0 - 500" Spud Mud - - ' -
500' - 2400' Spud Mud - - -
2400' - TD Fresh Water 10# or Less 30 - 36 10 CC or Less

Auxiliary Equipmnet
The following auxiliary equipment will be used:

Kelly cock, a float at the bit, pit level indicators and flow sensor equiprent
sub with full-opening valve on floor, drill pipe connection.

b

Testing, Logging and Coring Program

A. DST's as warranted.

B. The Togging program will consist of a CNL-FDC and Dual Lateral Log-#+SFL.

C. No coring is anticipated.

D. Stimulation procedures will be determined after evaluation of logs, I7
treatment is indicated, appropriate Sundry Notice will bSe submitted.

Anticipated Abnormal Pressures or Temperatures

No abnormal pressure or temperatures are anticipated.

Start Date and Duration

The well will be spudded around December 31, 1982 or as soon as permit and surface
program are approved by the BIA and MMS. Drilling is expected to take about 25
days, with additional work dependent on results.
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San Juan County, Utah

MULTI-POINT SURFACE USE AND OPERATING DLAMN

C Celeste C. Grynberg
iownsnip 39 South, RFange 23 Easz 5000 So. Juebec, Sta. 325
Section 29 Cenver, Ccloraao 50237
Leass Ho, U-21280 =3-29 Straw Sorino

].

Existing Roads
A. Prcposed iell Site
The proposed well site is shown in relation to road and towns in EFxnibi- A

B. Route from Reference Points

Access to the site can be achieved via existing dirt rcad running abcut 1,/3th
mile south of the north sectian line from State Hignway 282, approximateiy
1-1/2 miles to the west. Higaway 262 joins U.S. 163 about 13 miles west cT
the site, which continues north for 15 miles to 8lanaing and another 25 ~ilas
to Monticello.

C. Access Road

The proposed rew access rcad ‘eading from existing dirt road to tne well site
is shown in Exhibit 8.

D. Roads Within Three-}iile Radius of cxploratory ‘ell

Existing roads within a three-mile radius of the drilisite are shown in Exhibit
A, Highway 262 is a medium duty paved rcad. Unirorcved dirt roads run from
Highway 262 tc within 200' of the site,

E. Plans for Improvement or Majntenance

The existing dirt road from Highway 262 to Section 29 will be widened to 20°
total disturbed width and bladed. Mo imprcvement is needed cn Highway 262
which is commonly used by oil ield traffic.

Planned Access Road

A temporary access road will be constructed, as shown in Exhibit B, from the exist-
ing seismic trail to the drillsite. The road will be 200 feet Tong, Nore of the
road will be off lease. Approximately 1000' of new road will connect the seismic
trail to the existing dirt road and will also serve wells #1-29 and 2-29, The dirt
contractor will be given a copy of the Surface Use Plan and any additional BIA stipu-
lations prior to any work.

(1) Midth

The running surface of the planned access road will be 18' wide. New con-
struction will be Timited to a total disturbed width of 20'. Surface dis-
turbance and vehicular travel will be limited to the approved ]ocatign and
approved access route. Any additional area needed will be approved.in advance.



(4)

Maximum Grade
The maximum grade will be about 53.
Turnouts

Turnouts will be constructed along the existing dirt road at intervals
as necessary.

Drainage Design

The new portion of the access route will be bladed, with drainage on bcth
sides.

Culverts

No culverts are needed along the access road.,
Surfacing Material

Surfacing material, if needed, will be native soil.
Gates and Fences

No gates, cattleguards, or fence cuts are required.
Flagging

The centerline of the new access road has been staked.

Existing Wells

A1T wells within a two-mile radius of the proposed well are shown in Exhibit A,

Location of Facilities

A.

Existing Facilities

Lessee/operator has no existing facilities within a one-mile radius of the
proposed site.

New Facilities in Event of Production
(1) Proposed Location

Production facilities, if needed, will be located on solid ground of

cut area of drill pad, as shown in Exhibit C. Flow lines will be on the

well and battery site and will be buried if required.
(2) Area

Facilities will require an area of 300' X 90',
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(3) Construction Methods and Materials

No special materials for the battery site and pad are needed. The
surface at the drillsite is suitable for construction.

(4) Protective Measures

The reserve pit will be fenced and flagged to protect wildlife and 1ive-
stock. Three sides of the reserve pit will be fenced with four strands
of barbed wire before drilling starts. The fourth side will be fenced
as soon as drilling is completed. The fence will be kept in good repair
while the pit is drying.,

Plan for Rehabi]itation

The reserve pit and that portion of the location and access road no longer
needed for operations and maintenance will be restored as nearly as practical
to their original condition. Rehabilitation will be done in the manner de-
scribed under number 10. (below). Enough topsoil will be retained to reciaim
the remainder of the location at a future date. The remaining stockpile cf
topsoil will be seeded in place using the prescribed seed mixture.

Water Supply

A.

Source

Water will be obtained from a local water hauler who will utilize the San Juan
River and/or commercial wells.

Method of Transporting
Water will be transported by truck over existing roads.
Water Wells

No new water wells will be drilled on the site.

Source of Construction Materials

A.

Materials
No special raterials are needed for the drill pad. In the event materials not

available on the site should be needed for the road or pad, they will be cb-
tained from local commercial sources.

Soil Stockpiies

The top six inches of soil material will be removed from the location and stock-
piled. Topsoil along the access road will be reserved in place.
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7. Methods for Handling Waste Disposal
(1) Cuttings

Drill cuttings not retained for evaluation will be placed in reserve pit
and covered. Reserve and trash pit 1qcations are shown in Exhibit C.

(2) Drilling Fluids
Drilling fluids will be contained in mud tanks or in the reserve pit.
(3) Produced Fluids

Produced water will temporarily be placed in the reserve pit. Permanent
disposal of produced water will be in accordance with NTL - 2B. Any fluids
produced during drilling test or while making production test will be coi-
lected in test tanks and trucked from the location. Any spills of oil,
gas, salt water, or other noxious fluids will be cleaned up and removed.

(4) Sewage

Portable chemical facilities will be provided for human waste (see Exhibit
C for location) with contents disposed of per county regulations,

(5) Garbage and Other Waste Material

Garbage, waste, salts, and other chemicals produced during drilling or tast-
ing will be handled in trash/burn pit shown in Exhibit C. The trash pit will
be constructed near the reserve pit, at least 6' down into sciid undisturced
material and with steep sides. The pit will be totally enclcsed witn Fire
mesh wire before the rig moves onto Tocation. The pit will be backfillad at
the conclusion of operations,

(6) Clean Up of Well Site

After drilling operations are concluded and the rig moved off location, all
materials will be cleaned up and no trash material will be left on location.
Such material will be burned or disposed of in the trash pit. HNonburnable
debris will be compacted and buried under a minimum of 2' of compacted soil.
Any dangerous cpen pit will be fenced until such time as the pit is leveled.

8. Ancillary Facilities
No camps or airstrips will be constructed. A portable trailer will be parked on the
drilling location in the area shown in Exhibit C.

9. Well Site Layout

The location of the weil site as ctaked by the surveyor and the orientation ¢f the
drill pad are shown in Exhibit D.
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11.

(1)

Cross Section of Pad

A cross section cut and fill diagram of the drill pad appears in Exhibit E.

(2) & (3) A1l necessary facilitias to be located on the drill pad are shown in

(4)

Exhibit E.
Pit Lining

The reserve pit will be lined with suitable material such as plastic or bento-
nite,

Plans for Restoration of Surface

(1)

Contouring and Waste Disposal

The reserve pit will be fenced on the fourth side and allowed to dry completely
before backfilling, recontouring, and reseeding. Rat and mouse holes will be
backfilled. A1l trash materials will be segregated with respect to combusti-
bility and then burned or buried., Waste and burn pits will be backfilled. In
the event of a dry hole, all disturbed areas will be bladed to blend as nearly
as possible with natural topography. Any berms made will be removed and all
cuts filled. The disturbed area will be scarified with the contour to a depth
of 6" on the new access road, Water bars will be constructed as prescribed.

Revegetation and Rehabilitation

Revegetation and rehabilitation will be done in accordance with BIA stipulations,
attached.

Pits

Three sides of the reserve p't will be fenced during drilling operaticns. Prior
to rig removal, the reserve pit will be fenced on the fourth side to prevent
livestock or wildlife from becoming entrapped. The fencing will be maintained
until Teveling and clean-up take place.

0il

If any 01l is on the pits and is not immediately removed after operations cease,
the pits containing the oil or other adverse substances will be flagged cverhead
or covered with wire imesn.

Timetable

Rehabilitation cperations wi:l begin immediately after the drilling rig is re-
moved.

Other Informaticn

(1)

Area Description

The topography of the location is bench on mesa, The soil is shallow and sandy
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with some exposed sandstone ind chert. Geologic features in the area inciude
bench, cliffs, and a wash area. Vegetation is typical of the area and in-
cludes scattered cedar and sparse grass. Fauna include small rodents and
birds native to the area.

(2) Surface Use

Surface of the access road and drillsite is owned by the Navajo Tribe and manaced
by the Bureau of Indian Affairs. A grazing permit has been issued to Joe Beletso,
who lives on site.

(3) Proximity of Other Features

Water: The San Juan River, flowing east/west, is about 7-8 miles south of drill-
site,

Occupied Dwelling: Joe Beletso and family occupy a dwelling, shown in Exnibit 3,
south of the quarter section marker and just west of the section Tine in
Section 30.

Cultural/Archaeological Sites: A cultural resource inventory is being ccnducted
on the location and access road. The report will be forwarded to the
BIA in Farmington and the Minerals Management Service. If subsurface
cultural material is exposed during construction, work in that spot will
stop immediately and the BIA archeologist will be contacted. All em-
ployees working in the area will be informed by the operator that they
will be subject to prosecution for disturbing archaeological sites or
picking up artifacts. Salvage or excavation of identified archaeological
sites will only be done if damage occurs.

12. Operator's Representative

The field representative responsible for assuring compliance with the approved surface
plan is:

Ellen Flannelly

Jack Grynberg and Associates
5000 So. Quebec, Ste. 500
Denver, Colorado 80237

(303) 850-7490

13. Certification

I nereby certify that I, cr persons under my direct supervision, have inspected the
proposed drillsite and access route; that I am familiar with the conditicns whigh
presently exist; that the statements made in this plan are to the best of my know-
ledge, true and correct; and, that the work associated with the operations prcposed
herein will be performed by Celeste C. Grynberg and her contractors and subcontractcrs
in conformity with the-plan and the terms and conditions under which it is approved.

CELESTE C. GRYNBERG

i

-30 -5

(4
Date ETTen Frannelly
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EXHIBIT C: Production Facilities
#3-29 Straw Spring

Celeste C. Grynberg
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OPERATOR CELEZTE C.o GRYN/ERE DATE /2-9-32

WELL NAME STAAU) SIRNVE )< B2 7

SEC sW S4 29 T =295 R &Y<« COUNTY SAN  TUA/

43.037 - 3858 =%,
API NUMBER TYPE OF LEASE

POSTING CHECK OFF:

INDEX } P
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MAP

[

PROCESSING COMMENTS: p
MO &2l S ppity /P2

S

¥,/

APPROVAL LETTER:

SPACING: A-3 c-3-a
UNIT CAUSE NO. & DATE

X c-3-b c-3-c

SPECIAL LANGUAGE:




v} RECONCILE WELL NAME AND LOCATION ON APD AGAINST SAME DATA ON PLAT MAP.

1 AUTHENTICATE LEASE AND OPERATOR INFORMATION

_} VERIFY ADEQUATE AND PROPER BONDING A

¢ AUTHENTICATE IF SITE IS IN A NAMED FIELD, ETC.

| APPLY SPACING CONSIDERATION

ORDER A9
UNIT N
c-3-b
c-3-c

¢+ OUTSTANDING OR OVERDUE REPORTS FOR OTHER WELLS OF THE OPERATOR.




December 9, 1982

Celeste C. Grynberg
5000 South Quebec, Suite 500
Denver, Colorado 80237

RE: W#ll No. Straw Spring Fed. 3-29
SWSH Sec. 29, T.39S, R.24E
San Juan County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred to oil
well is hereby granted in accordance with Rule C-3(b), General Rules and Regulations
and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

RONALD J. FIRTH - Engineer CLEON B. FEIGHT - Director
Office: 533-.5771 OR Office: 533-5771
Home: 571-6068 Home:  466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-037-30858.

Sincerely,

Norman C. Stout
Administrative Assistant

NCS/as
cc: MMB e
Enclosure
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JACK GRYNBERG AND ASSOCIATES

R‘EAL ESTATE DEVELOPMENT DIVISION
X 3ORUN ST KEEX xx U TEX'REPx % x REHRIE BELX RBALR BR8% x % T RANERD x R B %% x x

TELEX: 45-4497 ENERGY DVR
TELECOPIER: 303-623-5224

GRYNBERG PETROLEUM COMPANY
5000 South Quebec, Suite 500

December 14, 1982 Denver, CO 80237
303-850-7490

Mr. Ron Firth T
Division of 0il, Gas, and Mining S i
4241 State Office Building €EEE [on of S
Salt Lake City, UT 84114 o I ,
RE: Township 39 South, Range 24 East VISR ©F

A e ‘1’.“ g- r‘

ection 29 arp AR
Straw Spring #1, 2 and 3
San Juan County, Utah

Dear Ron:
Enclosed is a copy of the archaeological survey conducted on November
29, 1982 on the revised access road to #1-29 Straw Spring and the well

pads and access roads for #2 and 3-29. This report completes the in-
formation submitted as part of our APD's for these wells.

Thanks again for your assistance.
Sincerely,

(ga,l

Ellen Flannelly
Senior Landman
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ARSTRACT

Cn lcvember 2, 1982, the Division of Conservation
Archaeolocy of the San Juan County Museum Association conducted
an archaeclogical survey of the Straw Spring Nos. 2 and 3 well
pads and their access roads for Jack Grynberg and Associates of
Denver, Colorado. 1In addition, the access road for the pre-~
viously surveyed Straw Spring No. 1 well paéd (formerly Superior
0il Company No. 29~1) was moved and the new right-of-way was
examined, The survey area is located on the southeast arm of
McCracken Mesa in San Juan County, Utah and is under the juris-
diction of the Bureau of Indian Affairs and the Navajo Nation.

No archaeological remains were found directly in the
revised access road to Straw Spring No. 1, although the road
Passes immediately north of Site 42-SA-11670. Two isolated
loci were found along its access road.

Five IL's were recorded in the Straw Spring No. 2 well pad.
No archaeological remains were found in its access road. Six
IL's were identified along the Proposed access road right-of-
way connecting the survey area with Utah State Highway 262. ©No
archaeological sites were found within any of the zones of direct
impact, It is recommended that archaeological clearance be
given to allow Jack Grynberg and Associates to proceed with their
proposed drilling operations given the following provision.
Because of the extremely high archaeological site density on
McCracken Mesa, Jack Grynberg and Associates must insure that
the proposed construction and drilling operations be restricted
to the archaeologically cleared areas, Particular care must
be taken in the construction of the access road into the Straw
Spring No. 1 well pad, and the Division of Conservation Archaeo-
logy advises that an archaeologist be Present to monitor the
construction activities adjacent to the 42-SA~-11660 site boundaries.
Jack Grynberg and Associates should also restrict future traffic
to the roads, and not drive over or park on areas outside the
well pad or 20 foot access road corridor.



On November 29, 1982, thke Division of Conservation
Archaeology (DCA) of the San Juan County Museum Association
conducted an archaeological survey for Jack Grynberg ang
Associates of Denver, Colorado. . Ellen Flannelly of Jack
Grynberg and Associates requested the survey on Novenmber 24,
l1982. Margaret A. Powers administered the project for DCA;
Ellen Flannelly administered the project for Jack Grynberg
and Associates.

In recognition of the limited, nonrenewable nature of
archaeological remains, federal and state governments have
enacted legislation that is designed to conserve and protect
these resources. The Principal federal legislation includes
the Antiquities Act of 1906 (PL 52-209), the Historic Pre-
servation Act of 1966 (PL 89-665), the National Environmental
Policy Act of 1969 (PL 91~-852), the 1971 Executive Order No.
11593, the Archaeological and Historical Conservation Act of
1974 (PL 93-291), and the Archaeological Resources Protection
Act of 1979 (PL 96-95),

In addition, the states of Arizona, New Mexico, Utah, and
Colorado have enacted laws to ensure compliance with federal
legislation and to protect archaeoclogical resources within
their jurisdiction., Work undertaken in the course of this
project is governed by the stipulations of Federal Antiquities
Permit No, 82-AZ/UT/NM-09 and Navajo MNation No. 1981-14 and
is for purposes of complaince wtih these statutes.

Roger Moore and Kurt Anschuetz, DCA archaeologists,
surveyed the project area for cultural remains. Dr. Barry H.
Holt, Environmental Quality Office, Bureau of Indian  Affairs,
and Anthony Klesert, Wavajo Nation Cultural Management Program,
were notified of the survey schedule prior to beginning
fieldwork.

The following persons were present during the field
inspection: Ellen Flannelly of Jack Grynberg and Associates;
Don Englishman of Minerals Management Service; Randy Cornett
of Bureau of Indian Affairs; Virginia Norton of Navajo Lands
Administration; Fred Thomas and Rod Grove of Thomas Engineering,

Inc.; and Dean McClellan of Perry McDonald.

NETHODS

The Straw Spring %Nos. 2 and 3 well rads were surveyed
by the two archaeologists walking rarallel transects 10 meters
apart. The corners of the area surveyed for each well pad
location were designated with wooden lathes marked with indelible
ink. The access routes were surveyed by one archaeologist walk-
ing a single 2zig zag transect across the width of the proposed
right-of-ways. A buffer zone 25 feet wide was included in
the well pad surveys. A 40 foot wide buffer was adced t» each
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side of the access road right-of-wavs a2 the reguest of Dean
lcClellan, the contractor from P2rry McTconald, in the advent
reroutes from the prorosed center line tecome necessary during

the construction of new roads or iamprovements of existing
roads. Segments of roads not situated along existing bladed
roads or clearly defined two track roads were marked with
orange painted lathing.

The archaeologists recorded all cultural remains within
the zones of direct impact and the adjoining buffers. Because
none of the archaeological resources prossesed suificient
information potential to warrant site status, they were docu-
mented as isolated loci (IL). Pertinent environmental data,
including landform and vegetation, were also recorded.

In addition to field inspection, the archaeologists con-
ducted a search of the records at the Division of Conservation
Archaeology to determine if any sites had been previously re-
corded in the project area. {The most recent listings of the
National Register of Historic Places were consulted to identify
any sites that are listed on or nominated for the register.)

Figure 1 is an overall project area map. Figure 2 shows
the relationship between the well pads, their access roads, an
existing seismic trail and the pertinent archacological remains.

PROJECT AREA

Primary Access Road_into Section 29, T39S, R24E From Utah
State Highwav 262

Legal Description: T39S, R23E, Section 25, N% Nk
T39S, R24E, Section 30, Nk Nk
T39S, R24E, Section 29, Wk NWk
S.L.M., San Juan County, Utah

UTM Coordinates: Zone 12, 4137240N, 646825E - Beginning of Road
Zone 12, 4136925N, 649525E - Southwest end of
Road

'Map Source: U.5.G.S. 15' Montezuma Creek, Utah, 1962
Land Jurisdiction: Bureau of Indian Affairs, Navajo Nation
Project Area:s 9,875' x 20' (access road)

Surveyed Area: 9,875' x 100' (access roac with buffer)
22,7 Acres

Description: The proposed access road into the survey area is

an existing bladed dirt road which begins on the west side of
Utah State Highway 262, approximately 3.2 miles south of the
intersection of the highway and the road leading to Hatch Trading
Post. The bladed road heads east for 1.7 miles and descends

from the crest of lcCracken Mesa to the bottom of an unnanmed
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north-soutn tridutar Sanven o Black Rock Canvoen,., liuch of the
first nalf of the road is cut into aeolian devosits. In low
areas, which collect runoff znd rnave a tendency to form standing
pools of water, unimproved two track dirt drive arounds are
common. At the approximate mid point of this segment, the

road crosses a shallow drainage and continues along the south
edge of a side canyon ‘as the road drops down into the major
tributary canycen. Sandstone outcrops are common along this

segment.

In the bottom of the north-south canyon, the east-west rocad
intersects a north-south road. The north and east roads are
simple, unimproved two track trails. The bladed road turns
south and parallels the west side of a 10 foot deep arroyo for
900 feet, at which point it joins the beginning of the revised
access road for the Straw Spring No. 1 well pad. The bladed
road continues south to the residence of the local grazing
rights leaseholder.

The major plant species identified along the access route
include cheat grass (Bromus tectorum), Jjuniper (Juniperus sp.),

—— ————— —— e s i i et o —— —

Indian rice grass (Orvzopsis hvmenoides), prickly pear (Opuntiea
sp.), rabbitbrush (Chrysothamnus nauseosus), Russian thistle
(Salsola kali), sagebrush (Artemisia tridentata), snakeweed

(Gutirrezia sarothrae) and narrowleaf yucca (Yucca angustissima).
In general, as the road drops from the crest of iMcCracken Mesa

to the canyon bottom, the vegetation changes from a juniper/shrub/
grassland plant association to a sparse shrub/grassland in which
disturbed habitat plant species, such as cheat grass and snake-

veed, predominate.

Cultural Remains: No archaeological sites were found along the
primary access road into Section 29, T39S, R24E, Six isolated
loci (IL) were encountered but the survey documentation is
believed to exhaust thre information potential of these remains.
The locations and descriptions of the IL's are presented

below.

IL 21 UTM Coordinates: Zone 12, 4137140N, 647200E
One clapboard and indented corrugated sherd
40 feet south of the existing road.

IL 2 ©UTil Coordinates: Zone 12, 4137160N, 647200E
One Brushy Basin chert secondary flake with no
evident retouching or utiliztion. The arti-
fact is 30 feet north of the existing road.

IL 3 UT! Coordinates: Zone 12, 413718Ck, 647340E
Two unidentified whiteware body sherds 40 feet
north of the existing road.

IL £4 UTM Coordinates: Zone 12, 4137180, 647390F
One mineral painted, 3B/W bowl body sherd with
wide, solid line decorative =otifs and fine,
crushed igneous rock temper, one mottled green
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nert secondary 1 wvitk no evident re=ouching or utilization,
and one silicifiec HYiface fraament. The artifacts were
found on the side of a low dunal knoll, approximately 45 feet

north of the existing road.

2N

RECEERS
wocod

IL 45 UTM Coordinates: Zone 12, 41371508, 648640E
One rock cairn made of four courses of sandstone
slabs. The slabs range in size from 3 x 12 x
16 inches to 4 x 33 x 39 inches, and the cairn
stands 18 inches high. Seven smaller sandstone
slabs were found adjacent to the northeast
side of the cairn; however, their purpose is
unknown. The cairn is 3 feet south of the
existing road.

1L, 46 UTHM Coordinates: Zone 12, 4137150M, 648740C
One collapsed cairn consisting of a pile of 12
unshaped sandstone blocks with a heavy patina.
The blocks range in size from 4 x 4 x 7 inches
to 4 x 12 x 16 inches,. The IL is on the south
edge of the existing road cut.

Recommendations: The Division of Conservation Archaeology recom-
mends that Jack Grynberg and Associates be granted archaeological
clearance to proceed with the improvement of the primary access
road into Section 29, T39S, R24E. The information potential of
the six IL's within the surveved areas has been exhausted and
their loss due to the proposed construction activities has been
mitigated against. However, given the high archaeological site
density on McCracken Mesa, it is strongly advised that the

actual construction activities be strictly limited to the corridor
surveyed by the archaeologists and that subsequent traffic be
restricted to the improved road. That is, Jack Grynberg and
Associates should insure that construction and drilling crews do
not use areas adjacent to the road for parking or for turning
their wvehicles.

Revised Straw Spring No. 1 Well Pad_ _access_ Road

Legal Description: T39S, R24E, Section 29, NWk
s.L.M., San Juan County, Utah

UTM Coordinates: Zone 12, 4136925N, 649525E West end
Zone 12, 4137050N, 649800E East end
Hap Source: U.S.G.S. 15' Montezuma Creek, Utah, 1962
Land JurisdictiQn: Bureau of Indian Affairs/!lavajo Nation
Project Area: 1,400' x 28' (access road)

Surveyed Area: 1,400' x 100' (access road with buffer)
3.2 Acres
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Tescrintion: The Straw Sproiac ol Lowoll o pad 2o oscciss road
were originally surveved Ly the Jivision of Conzerwa<ion
archaeology for 3 Jompany. The Strzw Srring Yo. L

voerior Oil

wae formerly desicnated as Surnerior 0il iell Pad 29-1, The
results of the original archazeological survey are reported by
Anschuetz (1922). The proposed access road was moved at the
reguest of the local grazing rights lease holder, who expressed
concern about the noise which wouléd have resulted by having

the access road so close to the family residence.

The revised access road right-cf-way begins at the point
where the bladed dirt road, which provides access into Section
29, T3¢s, R24E, approaches a low sandy rise, avoroximately
800 feet south of the intersection of the bladed road with two
unimproved dirt roads. The access road heads east-gsoutheast for
500 to 550 feet along a narrow shelf between a 10 foot deep
arrocyo and the north boundary of site 42~SA-11670 (see below for
the synoptic description of the site). The shelf varies in
width from approximately 25 to &0 feet, The road crosses the
arroyo at a south bend in the drainage and continues ir an
east-southeast direction for 300 feet to the ncse of a low,
north-south ridge made of an outcrop of light green chert
deposits. The road then turns north along the west edge of a
shallow draw to the Straw Spring No. 1 well pad, a distance of
550 feet., Because the access road does not follow an existing
two track trail, orange painta2d lathing was used to mark the
center line.

The plants identified along *the length of the revised access
road include cheat grass (Bromus tectorumn), sagebrush (Artemicia

tridentata), snakeweed (Cutierrezia sarothrae), fourwing saltbush

f{Atriplex canescans), Russian thistle (Salsola kali) and drop-

seed grass (Sporobolus aeroides). The disturbed habitat plant

species, such as snakeweed and cheat grass, dominate the ground
cover.

Cultural Remains: YNo archaeological sites or isolated loci
were encountered directly within the proposed 29 foot wide road
corridor,. However, one site, 42-SA-11670, is located within the
south buffer zone. The site is given a synoptic description
below because of its proximity to the area of proprcsed direct
impact. The site will be given comprehensive description and
evaluation in the final repor: for the intensive reconnaissance
survey DCA recently conducted on the northwest, northeast and
southeast quarters of Section 29, T39S, R24E for Superior 0il
Company (Divsion of Conservation Archz2esology, Contributions to
Anthropology Series, ilo. 500).

Site 42-5aA-11670 is loca:ted on a low sandy rise on the
dissected alluvial bench on the west side of the canyon bottom.
The canyon drainage borders the site to “he north and east. The
site consists of a small, intact Pueblo I to Pueblo II habi=ation
roomblock with three distinct and dense —idden zroas on the
crest and upper slopes of the rise, In addition, 2 Dossiblie
outlying structure, which is largely destroved :tv an olAd bladec
road, was recorded at the northwest end ¢cf the 3i%e are:z. Th
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~axirum dictensicrns 0 e site, incluolinc crtifacts which have
een wagshel downszliope, are 427 I:oet norinewest-southeast x 2953
2
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T northeast-scuzthwest.

The roomblock 1is C-shaved and neasures 40 feet east-west
X 23 feet north-south and may be composed of six rooms. The
structure opens %to the south, and a depression measuring 23 feet
in diameter and 13 inches deep is in the plaza area. The
Gepression may represent the location of a kxiva. The midden
areas, which contain hundreds of utility and decorated ceramics,
chipped stone lithics, and pieces of fire-cracked sandstone,
border the southwest, southeast and east sides of the roomblock.
Twenty-two pieces of groundstone, including two-hand manos, slab
and trough metates, and miscellaneous shaped slabs, were recorded.
Two possible tchamajilla fragments were also observed, The
major identified ceramic types are Piedra B/W, Cortez B/W,
Deadman's B/W, clapboard corrugated, indented corrugated and
tancos B/W. The indented corrugated wares and the Mancos B/W
sherds dominate the utility and decorated ceramic assemblages,
respectively. The chipped stone lithics, are predominately
secondary reduction debris, although primary and tertiary flakes
are also common. There is some evidence for the heat treating of
raw materials. Chipped stone tools are limited to a small number
of retouched flakes, some of which were evidently used as
choppers and scrapers.

The possible outlying structural feature consists of six
tabular, unshaped sandstone blocks, and approximately 45 to 55
chipped stone lithics and sherds. The feature is exposed in an
©1ld road cut and measures 60 feet north-south x 40 feet east-
west, Due to the severe disturbance of the manifestation, it is
impossible to determine its function or shape.

The site boundaries are clearly marked with blue painted
lathing. The boundaries inclade the scatter of artifacts which
has been carried downslope by erosion. These cultural remains
have very little intactness unlike the main structural and
midden areas on the crest of the rise, Furthermore, artifact
densities are very low. No cualtural debris was observed eroding
out of the arroyo profile below the site.

Site 42-SA-11670 is significant, because it is one of the
largest and best preserved habitation loci in the immediate
vicinity. There may be up to 6.5 feet of fill in the area of
the roomblock and associated Jepression. Depths of 8 to 20
inches are probably common in the three midden areas. The site
is very important in the study of Pueblo I and Pueblo Il settle-
ment and land use of McCracken Mesa.

Recommendations: Although it is unfortunate that the revised
access road passes sO close to site 42-SA-11670, the request

of the local grazing lease owner to keep access roads away from

his residence and the extrem=2ly high site densities in the
northeast, southeast, and northwest gquarters of Section 29, T39S,
R24E, make alternative avenues impossible, The Division of Conser-
vation Archaeology recommends that Jack Grynberg and Associates
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Z:zal Descrizzicn: T39S, R24E, Section 39, WY S
Section 39, 660'FSL, 500'FWL
S.L.i., San Juan County, Utah

649575E (well pvad center)

649560E, (North end of Access
Road)

Zone 12, 41361253, 6495752 (South end of Access

Road)

UTM Coordinates: Zone 12, 41356125%
Zone 12, 4136225%

~

-

Map Source: U.S.G.S5. 15' Montezuma Creek, Utah, 1962
Land Jurisdiction: Bureau of Indian Affairs/Navajo Nation

Project Area: 350' x 350' (well pad)
150' x 20' (access road)

Surveyed Area: 400' x 400' (well pad with buffer)
150' x 100' (access road with buffer)
4 Acres

Description: The proposed Straw Spring No. 3 well pad is in the
bottom of the major north-south tributary canyon in the west
quarter of Section 29, T39S, R24E. The main canyon drainzase,
which is an entrenched arroyo measuring 26 feet wide and 4 feet
deep cuts across the east edge of the pad, The soil is composed
of sandy alluvium. Some naturally occurring chert angular
debris is scattered along the east half of the well pad; these
materials are believed to have been introduced into the pad
through water action,

The access road begins at Station 228 of the recent seisnic
line surveyed by Navajo Nation Cultural Resources Management
Program &archaeoclogists (see Gilpin and Anderson 1982). The
proposed access road follows the existing seismic line trail
in a2 southwest direction until it reaches Station 242, a dis-
tance of 1,540 feet, The access road then turns south-southeast

for 150 feet, at which point it enters the north-central portion
of the well pad location.

The major plant species in the well pad and access road
right-of-ways are cheat grass (Bromus tectorum), galleta grass
dilaria jamesii), prickly pear (Opuntia sp.), snakeweed
(Gutierrezia sarothrag), Russian thistle (Salsola kali), sage-
brush (Artemisia tridentata), and three-awn grass (Aristida sp.).

The ground cover reaches a maximum density of 60% in the alluvial
sediments characterizing the canyon botton.

Ciltural Reamins: 1io archaeological sites were found within

the pronosed Straw Spring !lo. 3 well pad or its access road.
Five isolated loci (IL) were recorded within the well pad
boundaries. The survey docunzntation of these remains is oe-
lieved to have exhausted their information potential. All of
the IL's have the following UM Coordinates: Zone 12, 41351254,
6495758, Their descriptions are presentecd below.
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be zllowes to devzl.op the revised access road for the Straw
Sprinc Nc. 1 well zad provided that the road is clearly restrictcd
to the be=ch nortr and east of the site bouncaries and that an
archaeclocist is present to monitor the construction of the road.
Egqually important, Jack Grynberg and Associates must insure that
21l traffic be lirited to the prepared road anc that the employees
associated with the road construction and drilling operations

do not make unauthorized collections from this or any of the

other archaeological sites in the surrounding area.

Straw _Spring Ko. 2 Well Pad and Access Road

Legal Description: T39S, R24E, Section 29, MNEk SWk
Section 29, 1980'FSL, 1980'FWL
s.L.M., San Juan County, Utah

UTM Coordinates: Zone 12, 4136525N, 650025E (Well Pad Center)
zcne 12, 4136875N, 649775E (Beginning of Access
Road)

Zone 12, 4136825N, 649840E (Junction of First
segment of Access Road
with Seismic Road)

Zone 12, 41365508, 649875E (Junction of second
segment of Access Roacd
with Seismic Road

Zone 12, 4136525X, 650025E (End of Access Road
at Well Pad)

Map Source: U.S5.G.S. 15' Montezuma Creek, Utah 1962
Land Juricsdiction: Bureau of Indian Affairs/Navajo Nation

Project Area: 350" x 350' (wvell pad)
1,650' x 20' (access roady

Surveyed Area: 400' x 4C0' {well pad with buffer)
1,050' x 100" (access road with buffer)

Description: The Straw Spring No. 2 well pad is on the north
facing slope of a short, wide east-west spur formation which forms
the south side of a minor rincon. The well rad extends from

the edge of the spur crest down to the botton of the rincon.

The pad area is dissected by numerous channelized washes which
flow to the northwest. The major  drainage for the rincon borders
the north side of the well pad and flows to the west-southwest.

An outcrop of poor quality light green chert is exposed in the
bottom of the wash. Naturally occurring angular debris from

the outcrop is scattered across the northwest corner of the pad.

The oproposed access route begins at the southeast edge oOf
the Straw Spring ho. 1 access road at the point in which the
latter road roundés the nose of a low spur formation and turns
north along a shallow drainage. The first segment of the Straw
Spring No. 2 access road, which is marked with orange painted
lathing, heade 3500 meters southeast through a shallow draw to a
recent seismic road. The seismic line and its access road were
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survavel b 11u0in oznd Liserson (10FZ) for the svaio ation
Culzurzal Mznsctesent Proaranm., e o Cciltural remains were found

to preclucde “he 32 CL the s2lismic line access road as vart of

the Straw Sprinc o. 2 access route. The well vad road follows the
seismic trail scuth for 630 fz2et as it climbs a slope to the

crest of a low, southeast-northwest ridge. The proposed route
then turns southeast at Station 228 of the seismic line to

follow an existing two track dirt road which leads directly to
the west-central portion of tnhe drill pad.

The major plant species identified within the Straw Spring
No. 2 well pad and its access aroad are snakeweed (Gutierrezia
sarothrae), sagebrush (Artemisia tridentata), four-wing saltbush

(Atriplex canescens), Indian rice grass (Oryzopsis hymenoides),

cheat grass (Bromus tectorum), blackbrush (Coleogyne ramosissina),

juniper (Juniperus sp.) prickly pear (Opuntia sp.), galleta grass
(Hilaria jamesii), and shadscale (Atriplex conferglgolig).

Ground cover in the well pad is moderately dense, The plants along
the first segment of the access road are dominated by disturbed

habitat species.

Cultural Remains: No archaeological sites were found within the
proposed well pad or along its access road. Two isolated loci
(IL) were found in the surveved corridor for the access road
segment immediately west of the pad. The survey documentation
of these remains is kelieved to exhaust their information
potential. The locaticons and descriptions of the IL's are
presented below:

IL #7 UTM Coordinates: Zone 12, 41365758, 649950E
One white secondary reduction flake without
evident retouching or utilization in the exist-
ing two track dirt road, approximately 13 feet
from the west edge of the well pad.

IL 48 UTM Coordinates: Zone 12, 4136625N, 649800E
Two light grey chert primary reduction flakes
in the existing two track dirt road, approxi-
mately 50 feet from the intersection of the
road with the recent seismic trail.,

Recommendations: The Division of Conservation Archaeology
recommends that Jack Grynberg and Associates be granted archaeo-
logical clearance to proceed with the construction of the Straw
Spring No. 2 well pad and access road. The information potential
of the two IL's within the surveyed areas has been exhausted

and their loss as a result of the proposed land altering activities
has been mitigated against. However, given the great density

of archaeological sites in the general vicinity of well pad, it
is advised that the ccnstruction activities be strictly limited
to the well pad boundaries and the 20 foot access road corridor,.
Furthermore, Jack Grymnberg and Associates should insure that
construction andé drilling crews 4o not use the areas adjoining
the well pad and access road corridor for parking or for turning
their vehicles.
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IL 210 Two light green silty chert secondary reduc-
tion flakes and one fine-grain white cuartz-
ite seccndary reduction flaxe in the south-
central vortion of the well 2ad, avnroximately
75 feet south o0if the well pad center stake.
Y¥one of the artifacts have esvident retouchinga
or utilizaticn.

IL #11 One lignt grey chert tertiar
80 feet south-southeast of t
stake,

v reduction flake
he well pad center

IL 212 One light green chert secondary flake with
possible unifacial retouching on one lateral

edge, The artifact is 50 feet west-northwest
of the well pad center stake.

IL 213 One B3/YW mineral painted bowl body sherd with
a fine hatchured design and fine sand tenmper.
The sherd was tentatively identified as ilancos
B/W. The artifact is in the northwest corner
of the well vad.

Recommendations: The Division of Conservation Archaeology
recommends that Jack Grynberg and Associates be granted
archaeological clearance to rroceed with the construction of the
Straw Svring No. 3 well pad and access roacd. The informaticn
potential of the five IL's within the well pad boundaries has
been exhausted andé their loss as a result of the proposed con-
struction and drilling operations has been mitigated against.
Given the high archaeological site density in the general
vicintiy, it is advised that all land altering activities be
clearly restricted to the well pad boundaries and the access road
corridors surveyed by the archaeologists. Furthermore, Jack
Gryvnberg and Associates should insure that construction and
drilling crews do not use the areas adjacent to the well pad

and access road for parking or turning their vehicles.
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k‘ )‘ STATE OF UTAH Scott M. Matheson, Governor

v NATURAL RESOURCES Temple A. Reynolds, Executive Director

Qil, Gas & Mining Dr. G. A. (Jim) Shirazi, Division Director
4241 State Office Building « Salt Lake City, UT 84114 - 801-533-5771
October 20, 1983

Celeste C. Grynberg
5000 South Quebec, Suite # 500
Denver, Colorado 80237

Re: Well No. Straw Spring Fed. # 2-29
1982' FSL, 1987' FWL
NE SW, Sec. 29, T. 39S, R. 24E.
San Juan County, Utah

Well No. Straw Spring Fed. # 3-29
672" FSL, 502' FWL

SW SW, Sec. 29, T. 39S, R. 24E.
San Juan County, Utah -

Gentlemen:

In reference to the above ment:ioned wells, considerable time has gone by since
approval was obtained from this office.

This office has not received any notification of spudding. If you do not :
intend to drill these wells, please notify this Division. If spudding or any other
activity has taken place, please send necessary forms. If you plan to drill these
locations at a later date, please notify as such.

We will be happy to acknowledge receipt of your response to this notice if you
will include an extra copy of the transmittal letter with a place for our

signature, and a self addressed envelope for the return. Such acknowledgement
should avoid unnecessary mailing of a second notice from our agency.

Your prompt attention to the above will be greatly appreciated.
Respectfully,
CIVISION OF OIL, GAS AND MINING
Cari Furse

Well Records Specialist
CF/cf

an equal opporiunity employer - please recycle paper
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st 5000.SOUTH QUEBEC e SUITE 500 @ DENVER, COLORADO 80237.USA @ PHONE 303 - 850-7490

eeeerasersgene susooes

- TELEX: 45-4497 ENERGY DVR -

‘TELECOPIER: 303 - 753-9907

October 25, 1983

State of Utah Natural Resources
Division of 0i1, Gas, & Mining
4241 State Office Building
Salt Lake City, Utah 84114

RE: Well No. Straw Spring Federal MNo. 2-29
1982 FSL, 1987' FWL
NE}SW}, Section 29, Townshis 39 South, Range 24 East
San Juan County, Utah

Well No. Straw Spring Federal No. 3-29

672' FSL, 502' FWL '

SW3SW}, Section 29, Township 39 South, Range 24 East
San Juan County, Utah

Gentlemen:

This letter is to advise you tha: Celeste C. Grynberg does not intend to drill
the above referenced wells.

Please acknowledge receipt of this letter by signing in the space provided be-
Tow and returning one copy to us in the enclosed, post-paid envelope.

~Sincerely,

ERG PETROLEUM COMPANY
Susan Stone
Senior Landman

SS/mdb
Enclosure

Received this lg(L day of m’m&gg , 1983,

DIVISION OF OIL, GAS, & MINING

o ini Jipse
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